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1  Pendislide PRO 180/72PS2    2  Pendislide BASIC 75/30PS1   3  Multi-Action 6880/32MAH

4  Solodisc XXL7875/42SDH2    5  Terraflex/2 XXL6375/17SHK/2   6  Terradisc2 XXL6000/48TDH

FOCUS ON THE RANGE 

SPREADING IMPLEMENTS 
Orientation guide on the different spreading systems

Arable injectors (with shares or discs)

Spreading booms (with line hoses with or without skids)

Meadow injectors (with cutting or conical discs)



SPREADING ON THE GROUND

Exact scatterer 
(standard)

Spreading width: 
10 m

Eisele scatterer
Spreading width: 

20 m

Eisele double 
scatterer

Spreading width: 
15 m

Möscha scatterer
Spreading width: 15 m (single) 

or 18 m (double)

Penditwist BASIC
2 models available (row spacing: 25 cm)

Penditwist START
3 models available (row spacing: 25 cm)

Penditwist
12 models available

Pendislide BASIC
2 models available (row spacing: 25 cm)

Pendislide START
3 models available (row spacing: 25 cm)

Pendislide PRO
4 models available (row spacing: 25 cm)

LINE SPREADING BOOMS LINE SPREADING BOOMS WITH SKIDS

TRADITIONAL SPREADING: SCATTERERS AND MULTI-NOZZLE BOOMS

•	6 m - 24 outlets

•	9 m - 36 outlets •	9 m - 36 outlets

Row spacing: 25 cm
•	12 m - 48 outlets
•	13.5 m - 54 outlets
•	15 m - 60 outlets
•	16 m - 64 outlets
•	18 m - 72 outlets

•	6 m - 24 outlets

•	12 m - 48 outlets
•	13.5 m - 54 outlets 

•	7.5 m - 30 outlets

•	10.5 m - 42 outlets •	10.5 m - 42 outlets

Row spacing: 30 cm
•	12 m - 40 outlets
•	13.5 m - 46 outlets
•	15 m - 50 outlets
•	16 m - 54 outlets
•	18 m - 60 outlets

2 models available

•	12 m - 8 outlets
•	15 m - 10 outlets

Multitwist RM 
(multi-nozzle boom)

•	7.5 m - 30 outlets

•	15 m - 60 outlets
•	18 m - 72 outlets

•	12 m - 48 outlets •	12 m - 48 outlets



SPREADING IN THE GROUND

Terraflex/2
13 models available

Terrasoc
4 models available 
(row spacing: 40 cm)

•	2.8 m - 7 outlets

•	3.6 m - 9 outlets

•	4.4 m - 11 outlets

•	5.2 m - 13 outlets

Terraflex/3
5 models available

Multi-Action
6 models available 
(row spacing: 21.5 cm)

•	3.01 m - 14 outlets

•	4.3 m - 20 outlets

•	5.16 m - 24 outlets

•	6.02 m - 28 outlets

•	6.88 m - 32 outlets

•	7.74 m - 36 outlets

Solodisc
6 models available 
(row spacing: 21.5 cm)

•	3.01 m - 14 outlets

•	4.3 m - 20 outlets

•	5.16 m - 24 outlets

•	6.02 m - 28 outlets

•	6.88 m - 32 outlets

•	7.74 m - 36 outlets

Solodisc XXL
3 models available 
(row spacing: 18.75 cm)

•	6.37 m - 34 outlets

•	7.12 m - 38 outlets

•	7.87 m - 42 outlets

MEADOW INJECTORS WITH CUTTING DISCS

MEADOW INJECTORS WITH CONICAL DISCS

ARABLE INJECTORS WITH SHARES

ARABLE INJECTORS WITH DISCS

Row spacing: 
30 cm
•	2.7 m - 9 outlets
•	3.9 m - 13 outlets
•	4.5 m - 15 outlets
•	5.1 m - 17 outlets
•	5.7 m - 19 outlets
•	6.3 m - 21 outlets

Row spacing: 30 cm
•	5.1 m - 17 outlets

•	5.7 m - 19 outlets

Row spacing: 40 cm
•	4.4 m - 11 outlets

•	5.2 m - 13 outlets

•	6 m - 15 outlets

Row spacing: 
37.5 cm
•	5.62 m - 15 outlets
•	6.25 m - 17 outlets
•	7.12 m - 19 outlets
•	8.62 m - 23 outlets

Row spacing: 
40 cm
•	2.8 m - 7 outlets
•	4.4 m - 11 outlets
•	5.2 m - 13 outlets

Terradisc2
3 models available (disc spacing: 12.5 cm)

•	4 m - 32 discs - 16 outlets

•	5 m - 40 discs - 20 outlets

•	6 m - 48 discs - 24 outlets

The slurry is completely mixed with the soil 
thanks to the double row of discs.



Penditwist BASIC Terrasoc

Penditwist Terradisc2

Penditwist START Terraflex/3

Pendislide BASIC Terraflex/2

Pendislide PRO

Pendislide START Terraflex/2 XXL

Multi-Action

Solodisc

Solodisc XXL

Ask for the focus you are interested in for more technical details on the product line best suited to the 
legislation in force in your region, the structure of your land, your farm or your business. 4 “focus” leaflets 

available: small booms (6 to 12 m), large booms (12 to 18 m), meadow or arable injectors.

JOSKIN, the spreading specialist with over 65 IMPLEMENT MODELS 
and a unique experience FOR OVER 40 YEARS!

   www.joskin.com  •  Rue de Wergifosse, 39 - 4630 Soumagne (Belgium)

 E-mail: info@joskin.com  •  Tel.: +32 (0)4 377 35 45

June 2024. Non-contractual document. Data can be modified without prior notice. Pictures do not necessary correspond to the standard equipment.

Different Spreading Systems
TRADITIONAL - BOOMS - INJECTORS

Make your choice according to the legislation in force in your 
country and the structure of your grounds and farm!

Theoretical ammonia losses by spreading implement

Booms from 6 to 18 m 
(with line hoses with or 

without skids)

Meadow injectors 
(with discs) from 

3 to 7.87 m

Arable injectors 
from 2.7 to 8.62 m 
(deep injection)

Standard 
spreading

Line spreading 
boom

Line spreading 
boom with 

skids (on low 
grass)

Line spreading 
boom with 

skids (on high 
grass)

Injector with 
cutting discs

Injector with 
conical discs

Arable 
injector with 

shares

Arable injector 
with discs

The most reliable 
vertical or horizontal 

macerator with cutting 
discs on the market

Theoretical NH
3
 

losses (ammonia): 
40 to 70%

Theoretical NH
3
 

losses (ammonia): 
25 to 45%

Theoretical NH
3
 

losses (ammonia): 
20 to 40%

Theoretical NH
3
 

losses (ammonia): 
15 to 30%

Theoretical NH
3
 

losses (ammonia): 
10 to 20%

Theoretical NH
3
 

losses (ammonia): 
10 to 20%

Theoretical NH
3
 

losses (ammonia): 
0.5 to 3.5%

Theoretical NH
3
 

losses (ammonia): 
10 to 15%


